
Certificate of Compliance
Certificate: 2365269 Master Contract: 189101

Project: 2365269 Date Issued: December 9, 2010

DQD 507 Rev. 2009-09-01 Page: 1

Issued to: Copreci S. Coop Ltda.

Avda de Alava 3
Apartado 62
Aretxabaleta, Guipuzcoa 20550
Spain
Attention: Georgia Theodorou

The products listed below are eligible to bear the CSA
Mark shown with adjacent indicators 'C' and 'US' for

Canada and US or with adjacent indicator 'US' for
US only or without either indicator for Canada only.

James A. Doherty

Issued by: James A. Doherty

PRODUCTS

CLASS 3302 01 - COMBINATION CONTROLS - Part 1
CLASS 3302 81 - COMBINATION CONTROLS - Part 1 - Certified to U.S. Standards

 

Combination Control: manual valve and thermoelectric safety shutoff valve

For use with the following fuel gases: Natural, and Liquefied Petroleum.

 
Model Number: Inlet Size: Outlet Size:
CAL 20200/XXX ø8.1mm or ø8.2mm saddle-type

manifold mount
M8x1-6H tube-fitting or M10X1-6H
tube-fitting

*Suffix XXX may be any number 000 through 999.  This Number denotes specific client requested settings
within the scope of the specifications allowed in this certification.
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APPLICABLE REQUIREMENTS

ANSI Z21.78-2005 • CSA 6.20-2005 Combination Gas Controls For Gas Appliances

ANSI Z21.78a-2007 • CSA 6.20a-2007 Addenda

ANSI Z21.78b-2008 • CSA 6.20b-2008 Addenda


